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1. What does ECRM stand for? 

A. Environmental Care Recycling Measure 

B. Energy Cost Rejuvenation Monitors 

C. Energy Cost Reduction Measure 

D. Environmental Cost Reduction Monitors 
 

2. To check light counts and levels, you should do which of the following? 

A. Count lamps rather than fixtures 

B. Identify T5, T8, and T12 bulbs by their length 

C. Use a flicker checker to identify whether a ballast is magnetic or electronic 
without disassembling fixtures 

  

3. What are the two types of buildings in regard to what dominates the energy use of 
the building? 

A. Circular dominated and environment dominated 

B. Envelope dominated and internal gain dominated 

C. Energy dominated and internal gain dominated 

D. External dominated and envelope dominated 
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Another tool for creating an effective energy management plan and 
conducting an energy audit is the Practical Energy Management tool, or PEM 
tool. The PEM tool consists of a template of spreadsheets and forms to use to 
develop and administer a program. 

Å PEM Uses continual improvement approach  

Å PEM is designed to meet ANSI/MSE 2005 standard for energy 
management 

Å For Ameren Illinois business customers the PEM tool is free 

Å A program representative can come to your facility to show you the 
PEM binder and discuss how best to use it 

 

The sections in the PEM Tool include: 

1. Management Plan 

2. Facility Profile 

3. Energy Use Profile 

4. Best Practices 



5. Project Prioritization 

6. Project Management 

7. Key Performance Indicators 

8. Continual Improvement 
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